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INDIA PISTONS LIMITED 
 

 

India Pistons Ltd, is a Amalgamations Group company, started 50 years ago. They are a 
leading  organization in manufacturing automotive components which are supplied to  
Hyundai Motors, The Ashok Leyland, Tata Motors, Eicher Motors, Mahindra & Mahindra, 
Greaves, KOEL, Hindustan Motors, Indian Railways etc. 

Problem  

Grease mixed with coolant water. Bearings  tend to struck  and erratic run caused  
because of accumulation of machinery dust. Also higher power consumption. Grease 
had to be changed every three months. Grease used was OKS-475  

Application of  Premalube: 

Premalube is used in their Featuring Machine - a machining and Grinding utility on its 
bearing assembly of bearing no.7219 -2pairs and bearing no.7211 -1pair where it is 
operating in contact with coolant water, machinery dust  and contaminants. 

After Using Premalube 
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Premalube was put to use in May 2008. When 
the mechanic was on his maintenance check 
after four months, he found the Grease intact and 
in good lubricating condition. The machinery dust 
was sealed by Premalube and the equipment is 
running good beyond 2 greasing intervals 
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The facts and observations given by the Customer, Mr. Jayakumar 

The lubrication solutions offered by M/S NCH  is superior in quality and cost effective 
one. 
 
Premalube: 
 

(a) This grease is retaining its position even in turbulent and high impact condition – 
Which helps to retain the lubrication. 

 
(b)  The foreign particle in the gear boxes (or) housing form like  lubrication balls. 

Which in turn is not mixing with the other particles and improves wear resistance. 
 

(c) The grease does not solidify. Always maintains a semi flow state .Which improves 
lubrication property. 

 
(d)  The performance of the lubricant with respect to temperature, high quality 

bearing assemblies and  the non adhesion with the coolant  is good. 
 

(e) There is some degree of capillary action in the lubrication  which improves vertical 
flow against the gravitational force. 

 
(f) The quantity required compared to the previous grease is less. 
 
 

Savings & Benefits to the Customer 

 Reduced Greasing intervals 
 Reduced no of maintenance checks 
 Minimum consumption of power 
 Longer life to the costly bearings 
 Annual cost of grease consumption is reduced to 1/3rd of the Previous 

Grease. 

Cost of Bearing assembly is Rs. 150,000 

Mr. G. Jayakumar,  
Maintenance Engineer-Rings Division 
INDIA PISTONS LIMITED 
(Manufacturers of Pistons & Rings) 
Huzur Gardens, Sembiam Estates 
Chennai-11. 
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